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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.

Job:  209820 Duff(SP)#2.job   Page:  484    Date:  09/29/2014

Page 605

Most water systems  
require filtering to completely remove precipitated  

iron and manganese from the chlorinated water.

Talk to your DUFF rep about installing  
a WellPRO backwash Filter

DUFF CO. 

FROM PUMP& 

P.V.C.BALL 
VALVE 

PRESSURE TANK .____,--, 

400 FEEDER 

C400 PVC CHLORINATOR 

P.V.C. BALL 
VALVE 

DRAJN VAL VE TO 
RELIEVE PRESSURE 
AND DRAIN UNIT. 

Non electrical chemical feed system. Powered by water pressure and operates only 
water is used. The C400 uses chlorine pellets and does require a carbon tank. U1 
adapters up to 1 1 / 2 ". 

WELL 

IRRIGATION 
VALVE 

SHUT OFF 
VALVE 

CHEMICAL FEEDER 

PRESSURE SOFTNER DECHLORINATING 
FILTER TANK 

TO HOUSE 

DESCR. 

C400 Chlorinator 
14 Lb Pellets 
3 5 Lb Pellets 

FIG. NO. 

46955 
47505 
38980 

PRICE 

DIRECT WELL TREATMENTS 
Well PRO 

CHLORINE PELLETS 
EPA registered: 505 1-1 

WP230 CHLORINATOR 
220 Volt, 60/50 Hz, 2 Wa tts 
Pellet Feed Ra te: 3 pellets/minute 

3 l /2 Lbs. 
Dry Pellet Chlorina tor Active Ingredient: Calcium Hypochlorite 

(70% c1vc1ik1ble chlo rine) Pe!l et Storage: 
Dimension: 
Weight: 

FIG.NO. 
45373 

Well PRO 
Chlorinator 

34"xJJ"x8" 

12 Lbs. 

PRICH 

Tnln== === ===l Pressure 
Tank 

Well 

Blow 
Down 

Vent 

Retention 
Tank 

(If Needed) 

Test 
Tap 

Blow 
Down 

PelJ et Weight: .79g (.028 oz.) 

FIG. NO. PRICH 
45390 

Backwash Filter Water Conditioner 
Such as a 

10.870 in. 

7 

13.306 1n 

16.300 in. 

J 
TYPICAL PRIVATELY-OWNED WATER SYSTEM Carbon Filter 

(1 Cu.FI./Minimum) 

For additional information call: 6 10-27 5-4453 or Fax : 610-279-6299. 
Please call for current prices. 
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STAINLESS STEEL HOUSINGS AND
MULTI-CARTRIDGE VESSELS

28986
43644

ST-1
ST-2

ST-BC4
ST-BC8

ST-BC12
ST-BC16
ST-BC20

10 GPM
15 GPM
20 GPM
56 GPM
84 GPM
110 GPM
140 GPM

250
250

125 PSI
125 PSI
125 PSI
125 PSI
125 PSI

12-7/8”
22-3/4”

21”
31”
42”
52”
52”

4”
4”
10”
10”
10”
10”
10”

1
2
4
8
12
16
20

3/4”
3/4”

1 1/2”
2”
2”
2”
2”

7
10 1/2

20
30
40
50
50

Ideal for commercial and residential * Typical applications *
Pharmaceutical * Food products * Photographic * Water * Compressed Air
* Liquid Fuels * Paints * Petrochemicals * Schools * Restaurants *

Farms * Institutions
FIG. NO. MODEL # RATED CAP MAX OPER

PRESS
HGHT DIA # OF 10”

CART
PIPE SIZE

(npt)
SHIP WT

Above rated flow capacities based on sediment removal with a 25-micron rated filter cartridge for
taste/odor removal. Standard housing gasket is Buna-N.  Other materials on request.  Prices do not include
cartridges.
Cartridge lengths on SS housing only:  10”=9 3/4”;   20: = 19 1/2”     30”=29 1/4”     40”=39”

**Pressure rated to 300o F

P r o d u c t s  f o r  Q u a l i t y  Wa t e r
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DUFF CO~ 
DIRECT WELL TREATMENTS 

•Accurate 
• Economical 
•Easy to use 
• Safe to store 
• EPA Registered 

Every new wel l, or existing water supply system 
that hos been disrupted for service or repair, should 
be disinfected before it is returned to use. Water in 
the well and storage tank should be treated with a 
strong ch lorine solution to destroy di sease organ
isms. All pipe lines and fixtures in the distribution 
system should be rinsed and flushed with chlori
nated water. 

NOT FOR USE WITH AUTOMATIC FEEDERS 

FIG. NO . 

31604 

HOW TO SANITIZE A WATER SYSTEM USING A WELL SANITIZER 
FOR EACH 100 FEET OF WATER DEPTH USE:* 

WELL Weight of Pellets lbs. - oz. Cups of Pellets 
DIAMETER - INCHES 

2 0-1.S 1/4 
3 0-3.0 2/S 
4 0-6.0 3/4 
s 0-8.0 1 
6 0-12.0 1-1/2 
8 1-S.0 2-1/2 
10 2-0 4 
12 3-0 6 
24 12-0 24 
36 26-0 ---

-

*TO PRODUCE A 400 PPM CHLORINE DOSAGE. 

Products for Quality Water 

For additional information call: 610-275-4453 or Fax: 610-279-6299 
Please call for current prices. 

Number of Pellets 

40 
80 
140 
200 
300 
500 
800 
-- -
-- -
-- -

-
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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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SENTRY I DRY PELLET CHLORINATOR

WELL SAFE WELL SANITIZER PACK

SENTRY FLOW METER

DIRECT WELL TREATMENT

Works like a “gum ball machine”, dropping the precise amount of chlorine down the 
well and into water supply. The amount of chlorine residual may be regulated to be 
LESS than that found in some city supplies.

• Pack includes (2) 8 oz bottles of chlorine pellets. 

•  Designed for easy use and to prevent iron and 
iron bacteria that can develop in a well.  Will 
clean and sanitize a well; EPA registered and NSF 
approved.

•  Perfect for shock treating well after service.Lasts 
longer than liquid chlorine.Helps eliminate residue 
buildup on pumps, on well casings below the 
water line and in pipelines throughout the water 
delivery system.

•  Specially designed product that becomes a “must” for every service truck. 
Plumbers, well service people, water softener repairmen, lawn sprinkler and 
turf service, as well as all other service professionals depend on the Sentry 
Flow Meter for a variety of applications.

•  Developed to provide accurate flow rates of pumps from 0-100 psi, at flow 
rates anywhere from 4-28 gpm.

•  By adjusting the handy ball valve, the Sentry Flow Meter can help indicate the 
condition of pressure tank, switch, pump and restrictions in the water line.

• Comes with carrying case and hose thread for convenient use.

• Set exactly for particular water problem.
• Only 3 moving parts.
• 230 volt.
• Inexpensive operation and simple maintenance.
• Protects pump, piping and other well components
•  Great oxidizer that treats iron, manganese, rotten 

egg smell and iron bacteria problems. 

FIG. No. Type

61981 Complete 220v chlorinator unit

58505 Wire vent kit

80739 Top plate

69568 Chlorine pellets (5 lb. jar) (case qty. 6)

3326260 Chlorine granules (8 oz. jar)

FIG. No.

31644

FIG. No.

186366

DUFF CO~ 

For addjtional information call : 6 10-27 5-4453 or Fax: 6 I 0-279-6299 . 
Please call for current prices. 












