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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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Call for additional available sizes and manufacturers

SIZE	 FIG NO.

1/2”	 197275

3/4”	 197276

1”	 220616

SIZE	 FIG NO.

3/8”	 172824

1/2”	 172827

3/4”	 172828

1”	 172829

SIZE	 FIG NO.

1/2”	 252857

3/4”	 252858

1”	 252859

1-1/4”	 252860

1-1/2”	 252861

2”	 252862

SHARKBITE BALL VALVES

PEX INSERT BALL VALVES

PRESS BALL VALVES

DUFF CO~ 

-A 
Shark Bite~ 

For addjtional information call : 6 10-27 5-4453 or Fax: 6 I 0-279-6299 . 
Please call for current prices. 
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STAINLESS STEEL HOUSINGS AND
MULTI-CARTRIDGE VESSELS

28986
43644

ST-1
ST-2

ST-BC4
ST-BC8

ST-BC12
ST-BC16
ST-BC20

10 GPM
15 GPM
20 GPM
56 GPM
84 GPM
110 GPM
140 GPM

250
250

125 PSI
125 PSI
125 PSI
125 PSI
125 PSI

12-7/8”
22-3/4”

21”
31”
42”
52”
52”

4”
4”
10”
10”
10”
10”
10”

1
2
4
8
12
16
20

3/4”
3/4”

1 1/2”
2”
2”
2”
2”

7
10 1/2

20
30
40
50
50

Ideal for commercial and residential * Typical applications *
Pharmaceutical * Food products * Photographic * Water * Compressed Air
* Liquid Fuels * Paints * Petrochemicals * Schools * Restaurants *

Farms * Institutions
FIG. NO. MODEL # RATED CAP MAX OPER

PRESS
HGHT DIA # OF 10”

CART
PIPE SIZE

(npt)
SHIP WT

Above rated flow capacities based on sediment removal with a 25-micron rated filter cartridge for
taste/odor removal. Standard housing gasket is Buna-N.  Other materials on request.  Prices do not include
cartridges.
Cartridge lengths on SS housing only:  10”=9 3/4”;   20: = 19 1/2”     30”=29 1/4”     40”=39”

**Pressure rated to 300o F

P r o d u c t s  f o r  Q u a l i t y  Wa t e r
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90S               A      COUPLINGS  B FEMALE ADAPTERS       C   CTS MALE ADAPTERS              D
SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO
1/2” 173436 1/2” 171062 1/2” 171065 1/2” 171067
3/4” 173437 3/4” 171063 1/2” CTS x 3/4 FPT 212772 1/2“ CTS x 3/4” MPT 212773

1/2” x 3/4” 212774 3/4” x 1/2” 171064 3/4” 171066 3/4” 171068
1” 182518 1” 182511 1” 182514 1” 182516

1” x 3/4” 182513

    TEES                E CAPS               F BALL VALVES            G SPECIALTY ITEMS            H
SIZE FIG NO. SIZE FIG NO SIZE FIG NO. SIZE FIG NO
1/2” 173433 1/2” 172677 1/2” 197275 1/2” CTS x FPT 90 EL 212775
3/4” 173434 3/4” 127678 3/4” 197276 1/2” CTS x FPT Drop ear EL 212779

1/2” x 3/4” 173435 1’ 182523 1” 220616 3/4” CTS x FPT Drop ear EL 212782
1” 182520 1/2” CTS x FPT EL 212782 

1” x 3/4” 182522  1/2” CTS x MPT 90 EL 212776
1/2” disconnect tool 171072
3/4” disconnect tool 171073

SHARKBITE FITTINGS

PEX PIPE & FITTINGS

E F G

3/8” PEX TUBING	 1/2” PEX TUBING	 3/4” PEX TUBING	 1” PEX TUBING
100’ 	 RED	 172755	 100’	 RED	 172748	 100’	 RED	 172750	 100’	 RED	 20842
100’ 	 BLUE	 172747	 100’	 BLUE	 172756	 100’	 BLUE	 172757	 100’	 BLUE	 20841
100’ 	 WHITE	 219884	 100’	 WHITE	 172743	 100’	 WHITE	 172744	 100’	 WHITE	 17271
			   300’	 RED	 178654		
			   300’	 BLUE	 178653		
500’ 	 RED	 185496				    500’	 RED	 172749	
500’ 	 BLUE	 185495				    500’	 RED	 172749	
500’ 	 RED/BLUE	 172746	 300’	 RED/BLUE	 172754	 ——	 ——	 ——	
			   20’	 RED	 50231	 20’	 RED	 207672
			   20’	 BLUE	 130825	 20’	 BLUE	 176663
			   20’	 WHITE	 226736	 20’	 WHITE	 190937
			   20’	 RED HEAT	 258821	 20’	 RED HEAT	210355	
			   300’	 RED HEAT	 111466	 300’	 RED HEAT	187799

SharkBite Push-Fit fittings are perfect when you can’t solder a joint — and, they’re easier to use!
They work with PEX, CPVC and copper tubing.

FLEXIBLE SHARKBITE WATER HEATER CONECTORS
SIZE	 TTTFIG NO
1/2” SB X 3/4” FPT X 12”	 212783
1/2” SB X 3/4” FPT X 24”	 277056
1/2” SB X 3/4” FPT X 15” 	 274634
1/2” SB X 3/4” FPT X 18” 	 260344
3/4” SB X 3/4” FPT X 12” 	 307810
3/4” SB X 3/4” FPT X 15” 	 225104
3/4” SB X 3/4” FPT X 18” 	 260346
3/4” SB X 3/4” FPT X 24” 	 307811

H

90º COUPLING TEE REDUCERS PLUGS MALE  ADAPTERS FEMALE ADAPTERS
SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO
3/8” 183549 3/8” 172773 3/8” 172761        —— 3/8” 172805 3/8”X1/2” 172782
1/2” 172770 1/2” 172774 1/2” 172773 1/2” X 3/8” 172296 1/2” 172810 3/8” 177781 1/2” 172792
3/4” 172771 3/4” 172775 3/4” 172767 3/4” x 1/2” 192001 3/4” 172807 1/2” 172802 3/4” 172795

1” 172772 1” 172776 1” 172769 1” x 3/4” 266341 3/4 172803 1” 172804 1” 172793

3/4” plastic 
1” plastic

246836 
246836

3/4” plastic 
1” plastic

246840 
246841

3/4” plastic 
1” plastic

246838 
246839

3/4” x 1” 180719 3/4” Pex 
1” plastic

246836

         3/4” Pex 172795

A

B

D

C

DUff CO~ 

Ysharkai1e• 

For additional information call : 6 I -
Please call for current prices. 0 27S-44S3 or Fax: 610-279-6299 
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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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PEX CRIMPER TOOLS	 MANIFOLDS	 MANIFOLD ADAPTERS
TOOL	 FIG NO	 SIZE	 FIG NO	 SIZE	 FIG NO
3/8”	 172831	 14 PORT 3/8”	 172715	 3/8”PORT X 1/2” INSERT	 172729
1/2”	 130015	 18 PORT 3/8”	 172718	 1/2”PORT X 3/8” INSERT	 172728
3/4”	 130016		 24 PORT (18)3/8”- (6)1/2”	 172720	 3/8” PORT CAP	 172730
1”		 172830	 30 PORT (22) 3/8”- (8)1/2”	 172726	 1/2” PORT CAP	 172731
1/2’-3/4” Combo	 172834	 36 PORT (26) 3/8”- (10)1/2”	 172723	 1/2”PORT X 1/2” INSERT	 206504
1/2” Compact Angle	210004	 5 PORT 1/2”	 20229	 3/4” BLOCK X 3/4” INSERT	 172734
               			  18 PORT 1/2”	 229014	 3/4” BLOCK X 3/4” MIP	 172735
                			  24PORT 1/2”	 207675	 1” BLOCK CAP	 172736
                			  30 PORT 1/2”	 229013                             	
                			  36 PORT 1/2”	 188431                             	

PEX is easier to install than 
copper; it’s like running a 
garden hose. PEX won’t 
corrode like copper in acidic 
environments. Even if you 
install PEX in a conventional 
main line and branch system, 
the connections  
are quicker to make than 
soldering copper.

Manifolds simplify plumbing runs and reduce leaks by eliminating  
the need for many tees and fittings between the main supply line  
and the fixture.

WHY PEX?

PEX PIPE & FITTINGS
SWEAT MALE SWEAT FEMALE REDUCING TEES LAVATORY CONNECTORS TOILET CONNECTORS SHOWER CONNECTORS

SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO

—— —— —— —— 1/2” X 3/4” 172764 3/8” 172817 3/8” 211617 1/2” 172789

1/2” 172784 1/2” 181311 3/4” X 1/2” X 1/2” 196794

3/4” 172785 3/4” 17278 3/4” X 1/2” X 3/4” 172765

1” 172787 1” 17278 3/4” X 1/2” 172766

1” X 3/4” 172768

STUBOUT STUBOUT W/FLG BALL VALVES SHUTOFF VALVES CRIMP RINGS J CLAMPS C” CLAMP S/S FLAT SUSP CLAMPS

SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO

3/8” X 1/2” 172808 3/8” X 1/2” 207563 3/8” 172824 3/8” STRT 188492 3/8” 172777 3/8” 172836  —— —— ——

1/2” 172814 1/2” 207561 1/2” 172827 3/8” ANG 188494 1/2” 172778 1/2” 172837 1/2” 224562 1/2” 255540

—— —— 3/4” 172828 1/2” X 3/8” STRT 188493 3/4” 172779 3/4” 172838 3/4” 224563   ——

—— —— 1” 172829 1/2” X 3/8” ANG 188495 1” 172780 1” 172840 1” 224564   ——

SUSP CLAMP SNAP CLIP PEX MALE 90s DROP EAR 90 PEX MALE SWEAT 90 PEX FEMALE 
SWEAT 90

ESCUTCHEON 
SLEEVES

SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO SIZE FIG NO

—— —— —— 3/8” 221695 —— 3/8” x 1/2” 182755 3/8” x 1/2” —— 3’ Sleeve 3/8” 173351

1/2” 63625 1/2” 224569 1/2” 43335 1/2” 172790 1/2” 182789 1/2” 209167 3/8”Esc White 172844

3/4” 47131 3/4” 224570 1/2”x 3/8” 43334 3/4” 261120 3/4” x 1/2” 165282 3/4” 201766  ——

—— 1” 224571 1/2”x 3/4” 43336 —— 3/4” x 1/2” 165281 ——

3/4” 43337

3/4”x 1” 43338

DUFF CO. 

For additional information call: 610-27 5-4453 or Fax: 610-279-6299. 
Please call for current prices. 
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STAINLESS STEEL HOUSINGS AND
MULTI-CARTRIDGE VESSELS

28986
43644

ST-1
ST-2

ST-BC4
ST-BC8

ST-BC12
ST-BC16
ST-BC20

10 GPM
15 GPM
20 GPM
56 GPM
84 GPM
110 GPM
140 GPM

250
250

125 PSI
125 PSI
125 PSI
125 PSI
125 PSI

12-7/8”
22-3/4”

21”
31”
42”
52”
52”

4”
4”
10”
10”
10”
10”
10”

1
2
4
8
12
16
20

3/4”
3/4”

1 1/2”
2”
2”
2”
2”

7
10 1/2

20
30
40
50
50

Ideal for commercial and residential * Typical applications *
Pharmaceutical * Food products * Photographic * Water * Compressed Air
* Liquid Fuels * Paints * Petrochemicals * Schools * Restaurants *

Farms * Institutions
FIG. NO. MODEL # RATED CAP MAX OPER

PRESS
HGHT DIA # OF 10”

CART
PIPE SIZE

(npt)
SHIP WT

Above rated flow capacities based on sediment removal with a 25-micron rated filter cartridge for
taste/odor removal. Standard housing gasket is Buna-N.  Other materials on request.  Prices do not include
cartridges.
Cartridge lengths on SS housing only:  10”=9 3/4”;   20: = 19 1/2”     30”=29 1/4”     40”=39”

**Pressure rated to 300o F

P r o d u c t s  f o r  Q u a l i t y  Wa t e r
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DUFF CO~ 
COPPER WATER TUBE 

NOM. HARD TUBING (20' LENGTH) 
SIZE 

TYPEM TYPEL TYPEK DWV SOFT TUBING 
Fil mn: Fil mn: Fil mn: Fil mn: NOM. l.H'GIH TYPEL TYPEK 

1/8 - - - - - - -

1/4 - - 7504 7515 - -
SIZE FIG. PRICE FIG. PRICE 

3/8 7513 1661 7516 - - 1/4 30 7556 7567 
112 1671 1662 7518 - - 60 1684 7565 
3/4 1672 1663 7521 - - 3/8 30 7557 7572 

1 1673 1664 7522 - -

1 1/4 1674 1665 7524 7538 60 1685 1689 

1 1 /2 1675 1666 7525 1680 1/2 30 7558 7574 
2 1676 1667 7528 1681 60 1686 1690 

2 1 /2 1677 1668 7531 - - 100 5840 
3 1678 1669 7534 1682 3/4 30 7559 7576 
4 1679 1670 7536 1683 
5 - - 7510 - - - -

60 1687 1691 

6 - - 75 12 - - - - 100 5841 19783 
8 - - 63826 - - - - 1 30 7561 7578 

10' LENGTH 
60 1688 1692 
100 5842 18987 

1/2 7545 7541 
3/4 7552 7543 

1 1/4 60 1693 
1 1/2 60 38575 1694 

2 40 1695 

ACTUAL OUTSIDE DIAMETERS OF TUBING 
1/8" 3/16" 1/4" 5/16" 3/8" 1/2" 5/8" 3/4" 7/8" 1" 

0 00000 oo 
REFRIGERATION TUBING I 

~I ~~~~~~~~ SIZE COILS ,(Soft) LENGrns (Hard) 
OD 50 20' BRASS PIPE ( 12' LENGTH) I 

FIG. PRICE FIG. PRICE 

1/8 5838 -

3/ 16 7579 -

1/4 1696 -

5/ 16 7581 -

3/8 58 39 7590 
1/2 7583 7592 
5/ 8 7585 7593 
3/ 4 7587 7660 
7/ 8 7588 7661 

1 1/8 - 7662 
1 3/ 8 - 7663 
1 5/ 8 - 7664 

For additional information call: 610-275-4453 or Fax: 610-279-6299 
Please call for current prices. 

Size Fig No Price 

1/8 21146 
1/4 7665 
3/ 8 7666 
1/2 7667 
3/ 4 76 68 

1 7672 
1 1/4 7673 
1 1 /2 7674 

2 7675 
3 7677 



DUFF CO. Fittings AND PIPE
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Fig No Price Fig No Price Fig No Price Fig No Price Fig No Price

13995
1697
1698
5801
1699

13997
1708

13996
40046
40045
1700

36779
1709

-
1701

36780
1710
1711
1702
1712
1713
1714
1703
1715
1716
1717
1718
1704
1719
1720
5802
1721
1705

35938
35937
33423
1706

35939
1707

33420
33421
33422

14005
14006
1754

-
1755

-
-

14007
-
-

1756
-
-
-

1757
-
-
-

1758
-
-
-

1759
-
-
-
-

1760
-
-
-
-

1761
-
-
-

1762
-

1763
33403
33404
33406

14002
14003
1744

-
1745

-
-

14004
-
-

1746
-
-
-

1747
-
-
-

1748
-
-
-

1749
-
-
-
-

1750
-
-
-
-

1751
-
-
-

1752
-

1753
-
-
-

-
14009
1764

-
1765

-
-

14010
-
-

1766
-
-
-

1767
-
-
-

1768
-
-
-

1769
-
-
-
-

1770
-
-
-
-

1771
-
-
-

1772
-

5849
-
-
-

-
26415
26417

-
26419

-
-

26421
-
-

26422
-
-

35949
26424

-
-
-

26426
-
-
-

26427
-
-
-
-

26429
-
-
-
-

26431
-
-

25701
33440
25704

-
-
-
-

COPPER FITTINGS

90o Elbow
CXC

45o Elbow
CXC

90o Elbow
Ftg X C

45o Elbow
Ftg X C

90o LR Elbow
C X C

1/8
1/4
3/8

3/8 X 1/4
1/2

1/2 X 1/4
1/2 X 3/8

5/8
5/8 x 1/2
5/8 x 3/4

3/4
3/4 X 3/8
3/4 X 1/2

7/8
1

1 x 3/8
1 X 1/2
1 X 3/4
1 1/4

1 1/4 X 1/2
1 1 /4 X 3/4

1 1/4 X 1
1 1/2

1 1/2 x 1/2
1 1/2 x 3/4
1 1/2 x 1
1 1/2 x 1

1/4
2

2 x 3/4
2 x 1

2 x 1 1/4
2 x 1 1/2

2 1/2
2 1/2 x 1

1/4
2 1/2 x 1

1/2
2 1/2 x 2

3
3 1/2

4

SIZE

Don’t forget to order sandcloth, fitting brushes, flux and solder
with copper fittings!
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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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1/8
1/4

1/4 x 1/8
3/8

3/8 x 1/8
3/8 x 1/4

1/2
1/2 x 1/4
1/2 x 3/8

5/8
5/8 x 1/4
5/8 x 3/8
5/8 x 1/2

3/4
3/4 x 3/8
3/4  X 1/2
3/4 x 5/8

1
1 x 3/8
1 x 1/2
1 x 5/8
1 x 3/4
1 1/4

1 1/4 x 1/2
1 1/4 x 5/8
1 1/4 x 3/4
1 1/4 x 1

1 1/2
1 1/2 x 1/2
1 1/2 x 3/4
1 1/2 x 1

1 1/2 x 1 1/4
2

2 x 1/2
2 x 3/4
2 x 1

2 x 1 1/4
2 1/2

2 1/2 x 1
2 1/2 x 1 1/4
2 1/2 x 1 1/2

2 1/2 x 2
3

3 x 1
3 x 1 1/4
3 x 1/12

3 x 2
3 x 2 1 /2

3  1/2
3 1/2 x 3

4
4 x 2

4 x 2 1/2
4 x 3

4 x 3 1/2
5

5 x 3
5 x 4

6
6 x 2
6 x3
6 x 4
6 x 5

14147
1914

14148
1915

26398
1925

-
1926
1927

14104
35886
35885
14105

-
14149
1928

14106
1918

14150
1929

35888
1930
1919
1931

35889
1932
1933
1920
1934
1935
1936
1937
1921
1938
1939
1940
1941
1922

22899
1943
1944
1945
1923

20599
23688
1946
1947
1948

35890
35891
1924
1949
1950
1951

33381
33377
33383
33382
33378
33387
33386
33385
33384

33388
5805

-
1904

-
-

1905
-
-

35894
-
-
-

1906
-
-
-

1907
-
-
-
-

1908
-
-
-
-

1909
-
-
-
-

1910

-
-
-

1911
-
-
-
-

1912
-
-
-
-
-
-
-

1913
-
-
-
-

33389
-
-

33390

-
-
-
-

1/8
1/8 X 1/4

1/4
1/4 X 3/8
1/4 X 1/2

3/8
3/8 X 1/4
3/8 X 1/2
3/8 X 3/4
3/8 X 1

1/2
1/2 X 1/4
1/2 X 3/8
1/2 X 3/4
1/2 X 1

5/8 X 1/2
5/8 X 3/4

3/4
3/4 X 3/8
3/4 X 1/2
3/4 X 1

3/4 X 1 1/4
3/4 X 1 1/2

1
1 X 1/2
1 X 3/4

1 X 1 1/4
1 X 1 1/2

1 X 2
1 1/4

1 1/4 X 1/2
1 1/4 X 3/4
1 1/4 X 1

1 1/4X11/2
1 1/4 X 2

1 1/2
1 1/2 X 3/4
1 1/2 X 1

1 1/2X11/4
1 1/2 X 2

2
2 X 1

2 X 1 1/4
2 X 1 1/2
2 X 2 1/2

2 1/2
2 1/2 X 2

3
4
5
6

33359
-

2020
26446
26445
2021

25798
26449
26448
26447
2022
2031
2032
2033
2034

35917
35902
2023

19646
2035
2036
2037

26450
2024
2038
2039
2040
2041

14071
2025

-
21417
2042
2043

14072
2026

20645
2044
2045
2046
2027

14073
14074
33363
2047
2028

14172
2029
2030

33361
33362

30914
24003
19634
35904
35903
1998

14065
26399

-
-

1999
2008
2009
2010

35905
35907
35906
2000

20168
2011
2012
2013

-
2001
2014
2015
2016

26400
-

2002
35910
35908
2017
2018

20457
2003

14066
14067
2019

14068
2004

-
23003
14069

-
2005

-
2006
2007

-
-

SIZE FIG. NO. PRICE FIG. NO. PRICE

SIZE FIG. NO. PRICE FIG. NO. PRICE

Adapter CXM Adapter CXF

COPPER FITTINGS

Coupling w/ Stop Coupling Without Stop

BOTH AVAIL-

Copper X

Copper
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STAINLESS STEEL HOUSINGS AND
MULTI-CARTRIDGE VESSELS

28986
43644

ST-1
ST-2

ST-BC4
ST-BC8

ST-BC12
ST-BC16
ST-BC20

10 GPM
15 GPM
20 GPM
56 GPM
84 GPM
110 GPM
140 GPM

250
250

125 PSI
125 PSI
125 PSI
125 PSI
125 PSI

12-7/8”
22-3/4”

21”
31”
42”
52”
52”

4”
4”
10”
10”
10”
10”
10”

1
2
4
8
12
16
20

3/4”
3/4”

1 1/2”
2”
2”
2”
2”

7
10 1/2

20
30
40
50
50

Ideal for commercial and residential * Typical applications *
Pharmaceutical * Food products * Photographic * Water * Compressed Air
* Liquid Fuels * Paints * Petrochemicals * Schools * Restaurants *

Farms * Institutions
FIG. NO. MODEL # RATED CAP MAX OPER

PRESS
HGHT DIA # OF 10”

CART
PIPE SIZE

(npt)
SHIP WT

Above rated flow capacities based on sediment removal with a 25-micron rated filter cartridge for
taste/odor removal. Standard housing gasket is Buna-N.  Other materials on request.  Prices do not include
cartridges.
Cartridge lengths on SS housing only:  10”=9 3/4”;   20: = 19 1/2”     30”=29 1/4”     40”=39”

**Pressure rated to 300o F

P r o d u c t s  f o r  Q u a l i t y  Wa t e r
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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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1/8
1/4

1/4 x 1/8
3/8

3/8 x 1/4
1/2

1/2 x 1/4
1/2 x 3/8
1/2 x 3/4

3/4
3/4 x 1/4
3/4 x 3/8
3/4 x 1/2
3/4 x 5/8

1
1 x 3/8
1 x 1/2
1 x 5/8
1 x 3/4
1 1/4

1 1/4 x 1/2
1 1/4 x 3/4
1 1/4 x 1

1 1/2
1 1/2 x 1/2
1 1/2 x 3/4
1 1/2 x 1

1 1/2 x 1 1/4
2

2 x 1/2
2 x 3/4
2 x 1

2 x 1 1/4
2 x 1 1/2

2 1/2
2 1/2 x 1

2 1/2 x 1 1/4
2 1/2 x 1 1/2

2 1/2 x 2
3

3x1
3 x 1 1/4
3 x 1 1/2

3 x 2
3 x 2 1/2
3 1/2 x 3

4 x 2
4 x 2 1/2

4 x 3
4 x 3 1/2

5 x 2
5 x 3
5 x 4
6 x 3
6 x 4
6 x 5

-
-

14029
-

14030
-

14031
14032

-
-

14033
14034
17753
35900

-
26405
14035
35901
14036

-
14037
14038
14040

-
14041
14042
14043
14044

-
14045
14046
14047
14048
14049

-
26407
14050
14051
14052

-
20260
14053
14054
14055
14056
33528
20081
14057
14058
33529
26410
26409
26408
26413
26412
26411

-
-

35969
-

5806
-

5808
5807

-
-
-

1965
1964

-
-
-

1966
-

1967
-
-
-

1970
-
-
-
-

1974
-
-
-
-
-

1978
-
-
-
-
-
-

33364
33365

-
33366

-
2048

-
33370
33369
2049

-
-

33372
-

5812
-
-
-

33373
5813

-
-
-

5814
-
-
-
-

5815
-
-
-
-
-

24131
-
-
-
-

26401

33349
33351

-
2050

-
2051

33355
33353
33354
2052

-
-

14076
-

2053
-
-
-

35911
2054

-
-
-

2055
-
-
-
-

2056
-
-
-
-
-

35913
-
-
-
-

35914

SIZE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE
Fitting Reducer Ftg X C Flush Bushing Ftg X C Fitting Adapter Ftg X M Fitting Adapter Ftg X F

COPPER FITTINGS

1/2
1/2 x 1/8
1/2 x 1/4

3/4
3/4 x 1/8
3/4 x 1/4
3/4 x 3/8
3/4 x 1/2
1 x 1/2
1 x 3/4

1 1/4 x 3/4
1 1/2 x 1

-
1963

17681
-

18965
-

18967
18969
19426
19425
35972
35973

14199
-
-

14203
-
-
-
-
-
-
-
-

SIZE FIG. NO. PRICE FIG. NO. PRICE
Flush Bushing Ftg X F Crossover C X C
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lFittmg Redu.cer lFtg X C Fitting Adapter lFtg X M lFi.tting Adapter Ftg X F 
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STAINLESS STEEL HOUSINGS AND
MULTI-CARTRIDGE VESSELS

28986
43644

ST-1
ST-2

ST-BC4
ST-BC8

ST-BC12
ST-BC16
ST-BC20

10 GPM
15 GPM
20 GPM
56 GPM
84 GPM
110 GPM
140 GPM

250
250

125 PSI
125 PSI
125 PSI
125 PSI
125 PSI

12-7/8”
22-3/4”

21”
31”
42”
52”
52”

4”
4”
10”
10”
10”
10”
10”

1
2
4
8
12
16
20

3/4”
3/4”

1 1/2”
2”
2”
2”
2”

7
10 1/2

20
30
40
50
50

Ideal for commercial and residential * Typical applications *
Pharmaceutical * Food products * Photographic * Water * Compressed Air
* Liquid Fuels * Paints * Petrochemicals * Schools * Restaurants *

Farms * Institutions
FIG. NO. MODEL # RATED CAP MAX OPER

PRESS
HGHT DIA # OF 10”

CART
PIPE SIZE

(npt)
SHIP WT

Above rated flow capacities based on sediment removal with a 25-micron rated filter cartridge for
taste/odor removal. Standard housing gasket is Buna-N.  Other materials on request.  Prices do not include
cartridges.
Cartridge lengths on SS housing only:  10”=9 3/4”;   20: = 19 1/2”     30”=29 1/4”     40”=39”

**Pressure rated to 300o F

P r o d u c t s  f o r  Q u a l i t y  Wa t e r
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1/8
1/4
3/8
3/8
3/8
3/8
1/2
1/2
1/2
1/2
1/2
5/8
3/4
3/4
3/4
3/4
3/4
3/4
3/4
7/8
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2
1 1/2

1/8
1/4
3/8
3/8
3/8
3/8
1/2
1/2
1/2
1/2
1/2
5/8
3/4
3/4
3/4
3/4
3/4
1/2
1/2
7/8
1
1
1
1

1/2
1/2
1/2
1
1

3/4
3/4
3/4
3/4
1
1

1 1/4
1 1/4
1 1/4
1/2
1/2
1/2
1/2

1 1/4
3/4
3/4
3/4
3/4

1 1/4
1
1
1
1

1 1/4
1 1/2
1 1/2
1/2
1/2
1/2

1 1/2
1 1/2
3/4
3/4
3/4
3/4
3/4

1 1/2
1
1
1
1
1

1 1/2
1 1/4
1 1/4
1 1/4
1 1/4
1 1/4
1 1/2
1 1/2

1/8
1/4
3/8
1/8
1/4
1/2
1/2
1/4
3/8
3/4
1

5/8
3/4
1/4
3/8
1/2
1

1/2
3/4
7/8
1

1/4
3/8
1/2
1/2
3/4
1

5/8
3/4
1/2
3/4
1

1 1/4
1 1/4
1 1/2
1 1/4
3/8
3/4
1/2
3/4
1

1 1/4
3/4
1/2
3/4
1

1 1/4
1

1/2
3/4
1

1 1/4
1 1/2
1 1/2
1/2
1

1 1/4
1 1/2
3/8
3/4
1/2
3/4
1

1 1/4
1 1/2

1
1/2
3/4
1

1 1/4
1 1/2
1 1/4
1/2
3/4
1

1 1/4
1 1/2

2
2 1/2

14011
1773
1774

14013
1784

14014
1775

33555
1785
1786

33553
14012
1776

22929
18119
1787
1790
1788
1789

35963
1777

33579
18120
1791
1792
1793
1794

33578
1795
1796
1797
1798

40044
33577
33576
1778

33582
1801

33584
1802
1803

22222
1804

33583
1805
1806
1807
1808
1809
1810
1811
1812

27957
1779
1813

33592
33591
1814

40043
1815

33590
1816

33589
22293
1817
1818

33588
1819
1820
1821
1822
1823

33587
1824
1825
1826
1827

33586
33585

A

C

B

COPPER TEES CXCXC

2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2

2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2
2 1/2

3
3
3
3
3
3
3
3
3
3
3
3
3
3
3
3

3 1/2
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
4
5
6
8

2
2

1/2
2

3/4
2
1
1
2
2

1 1/2
1 1/2
1 1/2
1 1/2

2
2

2 1/2
2 1/2
1/2

2 1/2
3/4

2 1/2
1

2 1/2
1 1/4
2 1/2
1 1/2
1 1/2
1 1/2
2 1/2

2
2
2
2
2
2
2
3
3
3

3/4
3
1
3

1 1/4
3

1 1/2
3
2
2
2
3

2 1/2
3 1/2

4
4
4
4
4
4
4
2
2
4

2 1/2
4
3
3
3
3
5
6
8

2
1/2
2

3/4
2
1
1
2

1 1/4
1 1/2

1
1 1/4
1 1/2

2
1 1/2

3
2 1/2
1/2

2 1/2
3/4

2 1/2
1

2 1/2
1 1/4
2 1/2
1 1/2
1 1/2

2
3/4
2

1/2
3/4
1

1 1/4
1 1/2

2
2 1/2

3
1/2
3/4
3
1
3

1 1/4
3

1 1/2
3
2
2

2 1/2
3

2 1/2
3

3 1/2
4

1/2
3/4
1

1 1/4
1 1/2

2
2
4

2 1/2
4
3
2

2 1/2
3
4
5
6
8

1780
1828
1829
1830
1831
1832

21399
1834
1835
1838
1840
1841
1842
1843

33594
33593
1781
1844
1853
1845
1854
1846
1855
1847
1856
1848

33604
33603
1857
1849

33602
33601
1850
1851
1852

25716
1858
1782
1859
1860

30620
1861

33610
1862

33609
1863

33608
1864
1865

33607
1866
1867

33605
35964
1783

23702
20711
23703
23704
23705
1870

25703
33614
1871

33613
1872

33612
1873

33611
32487
33537
33538
33539

A B C

SIZE Fig No Price

A B C

SIZE Fig No Price
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COJP>JP>ER TEES CXCXC 
SllZE Fig No Price 

A B C 

For additional information call : 6 I 0-27 5-4453 or Fax: 610-279-6299 
Please call for current prices. 

SIZE 

A B 

DUff CO~ 
C 

Jil 
AL ~ . . ~ r11B 

Fig No Price 

C 
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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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Fittings AND PIPE DUFF CO.

For additional information call: 610-275-4453 or Fax: 610-279-6299 Page 91
Please  call for current prices.

Size Fig No Price Fig No Price Fig No Price Fig No Price Fig No Price

1/4
3/8

3/8 X 1/4
3/8 X 1/2
3/8 X 3/4

1/2
1/2 X 1/4
1/2 X 3/8
1/2 X 3/4

3/4
3/4 X 3/8
3/4 X 1/2
3/4 X 1

3/4 X 1 1/4
1

1 X 1/2
1 X 3/4

1 X 1 1/4
1 1/4

1 1/4 X 1/2
1 1 /4 X 3/4
1 1/4 X 1

1 1/4X 11/2
1 1/2

2

14017
14016
26441
13998

-
1733

-
26442
1740
1734

-
26444
23621

-
1735

-
-

25159
1736

-
-
-
-

1737
1738

26009
1722
35955
1729
33493
1723
33489
1728
1730
1724
36499
1731
22365
33496
1725
20574
1732
33497
1726
33500
33499
33498
25788
1727
5848

-
33495

-
33501

-
1742

-
13999
21273
14000

-
33502

-
-
-
-
-
-
-
-
-
-
-
-
-

-
-
-
-
-

1743
-
-
-

33522
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

-
-
-
-
-

22118
-
-
-

23700
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

90o Elbow
CXM

90o Elbow
CXF

90o Drop Elbow
CXF

90o Drop Elbow
CXC

90o Flanged Sink
Elbow CXF

COPPER FITTINGS

ALL AVAILABLE FOR
QUICK DELIVERY!

90o Street Elbow CXF 90o Fitting Elbow Ftg X F 45o Elbow CXF

45o Elbow CXM 45o Fitting Elbow Ftg X M 45o Fitting Elbow Ftg x F

Job:  209820 Duff(SP)#2.job   Page:  93    Date:  09/29/2014

DUFF CO~ 

Size 

90° filbow 
CTM 

Fig No Price 

90° fillbow 
CXlF 

lFi.gNo Price 

90° Drop Elllbow 
CXlF 

Fig No Price 

90° Drop Elllbow 90° lFlmged. Sink 
CXC Elllbow CXlF 

Fig No Price Fig No Price 

All AVAfl.A.BIB FOR 
QUICK DEIJVERYi 

For addjtional information call : 610-27 5-4453 or Fax: 6 I 0-279-6299. 
Please call for current prices. 



DUFF CO. Fittings AND PIPE
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1/8
1/4
3/8
1/2
5/8
3/4
1

1 1/4
1 1/2

2
2 1/2

3
4

-
14060
1989
1990

35974
1991
1992
1993
1994
1995

14175
14177

-

-
33671
14061
5809

-
5810
5811

14062
14063
14064
23711

-

- -
-

33669
8814

-
1996
1997

23708
23709
23710

-
-
-

36781
36782
14180
14182

-
14185
14188
14190
14193
14195

-
-
-

-
-

14222
14224

-
14226
14228
14229
14231
14233
14235

-
-

SIZE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE

Union CXC Union CXM Union CXF Fitting Plug Cross CXCXCxC

COPPER FITTINGS

3/8
1/2
3/4
1

1 1/4
1 1/2

14089
14090
14091
14092
33525

-

-
33518
33519
33520

-
-

-
33509
33511
33512

-
-

-
14026
1901
1902
5803

20294

-
14151
14152
14153
14154
20295

SIZE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE

90o Union Elbow
CXC

90o Union Elbow
CXM

90o Union Elbow
CXF

90o Y
CXCXC

45o Y
CXCXC

3/8
1/2
3/4
1

1 1/4

14156
14157
14158
14159
14160

-
14164
14166
14167
22530

-
14083
14084
14085

-

-
14217
14218
14221

-

33374
14209
14212
14214

-

SIZE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE FIG. NO. PRICE

Coupling with
Drain CXC

Elbow with Drain
CXC

Bulkhead CXC Bulkhead CXM Bulkhead CXF
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Water Treatment DUFF CO.

For additional information call: 610-275-4453 or Fax: 610-279-6299 Page 481
Please call for current prices.

STAINLESS STEEL HOUSINGS AND
MULTI-CARTRIDGE VESSELS

28986
43644

ST-1
ST-2

ST-BC4
ST-BC8

ST-BC12
ST-BC16
ST-BC20

10 GPM
15 GPM
20 GPM
56 GPM
84 GPM
110 GPM
140 GPM

250
250

125 PSI
125 PSI
125 PSI
125 PSI
125 PSI

12-7/8”
22-3/4”

21”
31”
42”
52”
52”

4”
4”
10”
10”
10”
10”
10”

1
2
4
8
12
16
20

3/4”
3/4”

1 1/2”
2”
2”
2”
2”

7
10 1/2

20
30
40
50
50

Ideal for commercial and residential * Typical applications *
Pharmaceutical * Food products * Photographic * Water * Compressed Air
* Liquid Fuels * Paints * Petrochemicals * Schools * Restaurants *

Farms * Institutions
FIG. NO. MODEL # RATED CAP MAX OPER

PRESS
HGHT DIA # OF 10”

CART
PIPE SIZE

(npt)
SHIP WT

Above rated flow capacities based on sediment removal with a 25-micron rated filter cartridge for
taste/odor removal. Standard housing gasket is Buna-N.  Other materials on request.  Prices do not include
cartridges.
Cartridge lengths on SS housing only:  10”=9 3/4”;   20: = 19 1/2”     30”=29 1/4”     40”=39”

**Pressure rated to 300o F

P r o d u c t s  f o r  Q u a l i t y  Wa t e r

Job:  209820 Duff(SP)#2.job   Page:  483    Date:  09/29/2014

Uni.on CXlF 

I sm PlRICE FIG. NO. PlRICE lFIG. NO. 

90° Um.on ffibow 90° Union. RI.bow 90° Umon. E.bow 
CXC CXM CXlF 

DUff CO~ 

Gross cxcxexc 
PRIOE BG. NO. PR][QE 

45oy 
cxcxc 

I §][Z]E lFIG. NO. PRIOE FIG. NO. PlRICE FIG. NO. PlRICE lFIG. NO. PRIOE BG. NO. PRJ[QE 

Coupling with 
DrainCXC 

I §][Z]E lFIG. NO. PRIOE FIG. NO. PlRICE FIG. NO. PlRICE lFIG. NO. PRIOE BG. NO. PRJ[QE 

For additional information call: 6 I 0-2 7 5-4453 or Fax: 610-279-6299 
Please call for current prices. 
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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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COPPER PRESS FITTINGS
Believe it or not, press connections are less expensive than soldering when you consider man hours, solder, flux, 
etc.--even when you factor in the upfront cost of tools. Plus, you don’t need a burn permit. Moreover, when 
you’re repairing with press  fittings, water can still be in the line!	

Stainless Steel & Black Iron fittings  
available too!

DUFF CO. 

Couplings w ith Stop 
Size Fig. No. 
1/2 199218 
3/4 199219 
1 199221 
11/4 199222 
11/2 199223 
2 199225 
2 1/2 245382 
3 245383 
4 245384 
3/4 X 1/2 199227 
1 X 1/2 199229 
1 X3/4 199230 
11/4 X 3/4 199231 
11/4 X 1 199232 
11/2 X 3/4 199233 
11/2 X 1 199234 
11/2 X 1 1/4 199235 
2 X3/4 199236 
2X1 199237 
2 X 11/2 199239 
2 1/2 X 1 
2 1/2 X 11/4 
2 1/2 X 11/2 
2 1/2 X 2 
3 X 3/4 
3 X 1 1/2 
3X2 
3 X 21/2 
4X2 
4 X 2 1/2 

Couplings without Stop (Slip) 
Size Fig. No. 
1/2 199242 
3/4 199243 
1 199244 
1 1/4 199246 
11/2 199247 
2 199248 
21/2 245385 
3 
4 245386 

Extended Length* 
1/2 
3/4 
1 

• Excellent for repair work! 

Caps 
1/2 199379 
3/4 199383 
1 199385 
1 1/4 199386 
11/2 199387 
2 199388 
21/2 245409 
3 245410 
4 245411 

Fitting Reduce rs 
Size (Fitting X ) Fig. No. 
3/4 X 1/2 199195 
1 X 1/2 199196 
1 X 3/4 199197 
11/4 X 3/4 199198 
11/4 X 1 199199 
11/2 X 1/2 199203 
11/2 X 3/4 199204 
l 1X2 X 1 199205 
11/2 X 11/4 199208 
2 X 1/2 199209 
2 X 3/4 199211 
2X 1 199212 
2 X 11/4 199216 
2 X 11/2 199217 

2 1/2 X 2 
3 X 2 1/2 
4 X 2 1/2 
4X3 

Crossovers 
1/2 X 1/2 118769 
3/4 X 3/4 118771 

90• Drop Ea r Elbows (C X F) 

1/2 X 3/8 
1/2 
3/4 

199412 
199413 

Size 
UNION 1/2 
UNION 3/4 
UNION 1 

UNION 11/4 
UNION 11/2 
UNION 2 

1/2 
3/4 

1 
11/4 
11/2 
2 

1/2 
3/4 
1 
11/4 
11/2 
2 

C X Male Unions 

Fig. No. 
199453 
199454 
199455 
199457 
199459 
199460 

199462 
199463 
199464 
199465 
199466 
199468 

199469 
199470 
199471 
199472 
199473 
199474 

For additional information call: 610-27 5-4453 or Fax : 610-279-6299. 
Please call for current prices. 
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Water Treatment DUFF CO.
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STAINLESS STEEL HOUSINGS AND
MULTI-CARTRIDGE VESSELS

28986
43644

ST-1
ST-2

ST-BC4
ST-BC8

ST-BC12
ST-BC16
ST-BC20

10 GPM
15 GPM
20 GPM
56 GPM
84 GPM
110 GPM
140 GPM

250
250

125 PSI
125 PSI
125 PSI
125 PSI
125 PSI

12-7/8”
22-3/4”

21”
31”
42”
52”
52”

4”
4”
10”
10”
10”
10”
10”

1
2
4
8
12
16
20

3/4”
3/4”

1 1/2”
2”
2”
2”
2”

7
10 1/2

20
30
40
50
50

Ideal for commercial and residential * Typical applications *
Pharmaceutical * Food products * Photographic * Water * Compressed Air
* Liquid Fuels * Paints * Petrochemicals * Schools * Restaurants *

Farms * Institutions
FIG. NO. MODEL # RATED CAP MAX OPER

PRESS
HGHT DIA # OF 10”

CART
PIPE SIZE

(npt)
SHIP WT

Above rated flow capacities based on sediment removal with a 25-micron rated filter cartridge for
taste/odor removal. Standard housing gasket is Buna-N.  Other materials on request.  Prices do not include
cartridges.
Cartridge lengths on SS housing only:  10”=9 3/4”;   20: = 19 1/2”     30”=29 1/4”     40”=39”

**Pressure rated to 300o F

P r o d u c t s  f o r  Q u a l i t y  Wa t e r
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Flanges are available  
2” - 4”, 125 lb. rating 
and 150 lb. rating.

Don’t forget to order 
nuts & bolts  
and gaskets.

COPPER PRESS FITTINGS

Tees 
Size Fig. No. 
1/2 199329 

90" Elbows 45" Elbows 3/4 199334 
Size Fig. No. Size Fig. No. 1 199339 
1/2 199308 1/2 199294 11/4 199348 
3/4 199309 3/4 199296 11/2 199358 
1 199310 1 199297 2 199377 
11/4 199313 11/4 199298 21/2 245406 
11/2 199314 11/2 199299 3 245407 
2 199316 2 199300 4 245408 
2 1/2 245399 2 1/2 245392 Reducing Tees• 
3 245400 3 245393 3/4 X 1/2 X 3/4 199336 
4 245402 4 245394 3/4 X 3/4 X 1/2 199337 

1Xl/2Xl 199340 
Reducing e lbows, long-turn elbows and certain specialty items also available. 1 X 3/4 X 1 199344 

1X1X1/2 199345 
1 X 1 X 3/4 199346 
11/4 X 1 X 3/4 199349 
11/4 X 1 X 1 199350 
11/4 X 1 1/4 X 1/2 199355 
11/4 X 1 1/4 X 3/4 199356 
11/4 X 11/4 X 1 199357 
1 1/2 X 1/2 X 11/2 199359 
11/2 X 3/4 X 3/4 199364 

90" Street Elbows 45" Street Elbows 11/2 X 1 X 3/4 199365 
1/2 199318 1/2 199302 ll/2X1Xl 199366 
3/4 199320 3/4 199303 11/2 X 1 X 1 1/2 199367 
1 199325 1 199304 11 /2 X 11/4 X 1 199368 
11/4 199326 11/4 199305 11/2 X 11/4 X 11/4 199369 
11/2 199327 11/2 199306 11/2Xll/2X1/2 199370 
2 199328 2 199307 11/2 X 11/2 X 3/4 199374 
21/2 245403 2 1/2 245395 11/2Xll/2Xl 199375 
3 245404 3 245396 11/2 X 11/2 X 11/4 199376 
4 245405 4 245398 2X2Xl 309969 

2-1/2 X 2-1/2 X 1 319838 

3 X 3 X 3/4 259066 
3 X 3/4 X 3 307950 

*When calling a tee, read the run 
first, large-ta-small, and then the 

branch. 

Many, many other reducing tees 
available through 4". 

DUFF 
DELIVERS 

For additional information call : 6 I 0-27 5-4453 or Fax: 610-279-6299 
Please call for current prices. 

DUff CO~ 

Male Adapters 
Size Fig. No. 
eXM 1/2 199266 
ex M 3/4 199269 
eXM 1 199272 
e X M 11/4 199276 
e X M 11/2 199281 
eXM 2 199292 
e X M 21/2 245389 
eXM 3 245390 
exM 4 245391 
e X M 1/2 X 3/8 199267 
e X M 1/2 X 3/4 199268 
e X M 3/4 X 1/2 199270 
ex M 1 x 3/4 199273 
e X M 1 X 11/4 199274 
C X M 11/4 X 1 199279 
C X M 11/4 X 11/2 199280 
e X M 11/2 X 11/4 199288 

Female Adapters 
C X F 1/2 199249 
e X F 3/4 199252 
e X F 1 199254 
e X F 11/4 199258 
CXFll/2 199260 
ex F 2 199263 
e X F 1/2 X 3/8 199250 
e X F 1/2 X 3/4 199251 
e X F 3/4 X 1/2 199253 
eXF lXl/2 199255 
e X F 1 X 3/4 199256 
e X F 1 X 11/4 199257 

e X F 11/4 X 1/2 
e X F 11/4 X 1 199259 
e X F 11/4 X 11/2 199261 

e X F 11/2 X 3/4 
C X F 11/2 X 11/4 199262 



DUFF CO. Water treatment

Page 482 For additional information call: 610-275-4453 or Fax: 610-279-6299.
Please call for current prices.

HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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These and many other specialty fittings are available:

COPPER PRESS FITTINGS

Stainless Steel & Black Iron fittings available too!

New press fittings are always coming  
to market, including Backflow Preventers,  
Pressure Regulators,  
Specialty Valves,  
and on and on….

See page 623 for PRESS BALL VALVES. 623

DUFF CO~ 

go• Elbows (C X M) 
Size 
1/2 
3/4 
3/4 X 1/2 
1 
11/4 

11/2 
2 

Female Street Elbow/ 

Reducer Street Elbows 

Fig. No. 

199418 
199420 
199426 
199427 
199429 
199430 
199431 

go• Female Elbows (C X F) 

Size 
1/2 
3/4 
3/4 X 1/2 

1 
1 1/4 

11/2 
2 

Female Street Adapters/ 

Reducer Adapters 

Fig. No. 

199389 
199392 
199394 
199408 
199409 
199410 
199411 

Female Outlet Tees (C X C X F) Bullhead Tees 

Size Fig. No. Size Fig. No. 

1/2 199433 1/2 X 1/2 X 3/4 199330 
3/4 305390 1/2x l /2X 1 199483 
3/ 4 X 3/4 X 1/2 199436 3/4 X 3/4 X 1 199338 
l XlX l /2 199437 1 X 1 x 1 1/4 199347 
1 X 1 x 3/4 306182 lxlx2 
1 1/4 X 1 1/4 X 1/2 11/4 X 11/4 X 2 
1 1/4 X 11/4 X 3/4 11/2 X 11/2 X 2 
1 1/2Xl l /2Xl/2 199443 11/2 X 11/2 X 3 
1 1/2 X 1 1/2 X 3/4 2x2x3 
2 X 2 X 1/2 199451 2 1/2 X 2 1/2 X 3 
2 X 2 X 3/4 2 1/2 X 2 1/2 X 4 

Reducer Run / Outlet Tees 

Male Street Ada pters/ Reducer Adapters 

90" Reducing Elbows Reducer Out let Tees 

' \ I 

DUFF~CP: 

For additional information call: 610-27 5-4453 or Fax : 610-279-6299. 
Please call for current prices. 
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STAINLESS STEEL HOUSINGS AND
MULTI-CARTRIDGE VESSELS

28986
43644

ST-1
ST-2

ST-BC4
ST-BC8

ST-BC12
ST-BC16
ST-BC20

10 GPM
15 GPM
20 GPM
56 GPM
84 GPM
110 GPM
140 GPM

250
250

125 PSI
125 PSI
125 PSI
125 PSI
125 PSI

12-7/8”
22-3/4”

21”
31”
42”
52”
52”

4”
4”
10”
10”
10”
10”
10”

1
2
4
8
12
16
20

3/4”
3/4”

1 1/2”
2”
2”
2”
2”

7
10 1/2

20
30
40
50
50

Ideal for commercial and residential * Typical applications *
Pharmaceutical * Food products * Photographic * Water * Compressed Air
* Liquid Fuels * Paints * Petrochemicals * Schools * Restaurants *

Farms * Institutions
FIG. NO. MODEL # RATED CAP MAX OPER

PRESS
HGHT DIA # OF 10”

CART
PIPE SIZE

(npt)
SHIP WT

Above rated flow capacities based on sediment removal with a 25-micron rated filter cartridge for
taste/odor removal. Standard housing gasket is Buna-N.  Other materials on request.  Prices do not include
cartridges.
Cartridge lengths on SS housing only:  10”=9 3/4”;   20: = 19 1/2”     30”=29 1/4”     40”=39”

**Pressure rated to 300o F

P r o d u c t s  f o r  Q u a l i t y  Wa t e r
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CLEAR POLYETHELENE TUBING

JOHN GUEST FITTINGS

SIZE COIL SIZE FIG NO.

1/4” 100’ 17713

1/4” 1000’ 48750

5/16” 100’ 17714

3/8” 100’ 17715

3/8” 1000’ 51797

1/2” 100’ 17716

5/8” 100’ 17718

5/8” 500’ 48749

3/4” 100’ 44569

DUFF  
also carries plastic  

tubing in Black,  
Red, White and Blue — 
available in 150’, 500’ 

and 1,000’ lengths.

Polypropylene Fittings
The PP Range of inch-size (PP) push-in fittings is offered for tube sizes 1/4” O.D. 
to 1/2” O.D. The fittings are manufactured in white polypropylene with food 
grade EPDM O-rings. They have been developed to satisfy the filtered pure water 
market and wide range of applications.

Working Pressures and Temperatures
Water Max.	 150 psi at 70˚F   (Max. 10 Bar at 20˚C)
Max.	 60 psi at 140˚F   (Max. 4 Bar at 60˚C)
Min.	 33˚F/1˚C

DUFF CO~ 

0 

MALE CONNECTOR NPTF THREAD UNION CONNECTOR PLUG 

PART NO. TUBE TH READ BAG BOX PART NO. TUBE BAG BOX PART NO. STEM BAG BOX 

OD NPTf QTY QTY OD QTY QTY OD QTY QTY 

PP010821W 1/4 • 1/8 10 500 PP0408W 1/4 10 400 PP0808W 1/4 10 500 

PP010822W 1/4 • 1/4 10 400 PPM0408W 5/16 10 300 PPM0808W 5116 10 500 

PP010823W 1/4 • 3/8 10 400 PP0412W 3/8 10 200 PP0812W 3/8 10 400 

PP011222W 3/8 • 1/4 10 250 PP0416W 1/2 10 100 PP0816W 1/2 10 300 

PP011223W 3/8 • 3/8 10 250 
PP011224W 3/8 • 1/2 10 250 a6 John Guest® PP011623W 1/2 • 3/8 10 150 
PP011624W 1/2 • 1/2 10 150 

STEM ADAPTER NPTF THREAD SWIVEL ELBOW NPTFTHREAD 

UNION TEE 

PART NO. STEM THREAD BAG BOX 
OD NPTF QTY QTY 

PART NO. TUBE THREAD BAG BOX 

PART NO. TUBE BAG BOX OD NPTF QTY QTY 

OD QTY QTY PP050821W 1/4 X 1/8 10 500 
PP050822W 1/4 X 1/4 10 500 PP090821W 1/4 X 1/8 10 300 

PP0208W 1/4 10 300 PP051222W 3/8 X 1/4 10 300 PP090822W 1/4 X 1/4 10 200 
PPM0208W 5/16 10 200 PP051223W 3/8 X 3/8 10 200 PP091222W 3/8 X 1/4 10 100 
PP0212W 3/8 10 100 PP051623W 1/2 X 3/8 10 250 PP091223W 3/8 X 3/8 10 100 
PP0216W 1/2 10 80 PP051624W 1/2 X 1/2 10 200 

Blue Collet 

PP0208W-B 1/4 10 300 

UNION ELBOW REDUCER SWIVEL BRANCH TEE CENTER LEG 

NPTF THREAD 

PART NO. STEM TUBE BAG BOX •• ~,;.,;((l.j 
00 OD QTY QTY 

PART 00. TUBE BAG BOX "d6i 
00 QTY QTY ::: 

PP061208W 3/8 • 1/4 10 400 
,~. 

PP0308W 1/4 10 400 PP061210W 3/8 • 5/16 10 400 

PPM0308W 5/16 10 300 PP061612W 1/2 · 3/8 10 200 PART NO. TUBE THREAD BAG BOX 

PP0312W 318 10 200 PP062008W 518 • 1/4 10 200 OD NPTF QTY QTY 

PP0316W 1/2 10 100 PP062012W 518 • 3/8 10 200 
PP062016W 518 • 1/2 10 150 PP100821W 1/4 X 118 10 200 

Blue Collet PP100822W 1/4 X 1/4 10 200 
PP0308W-B 1/4 10 400 PP101222W 3/8 X 1/4 10 100 

PP101223W 3/8 X 3/8 10 100 

For addi tional information call: 610-27 5-445 3 or Fax: 610-279-6299 
Please call for current prices. 
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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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JOHN GUEST FITTINGS

DUFF CO~ 
SWIVEL MALE RUN TEE NPTF THREAD 

PART NO. TUBE THREAD BAG BOX 
00 NPTF QTY QTY 

PP110821W 1/4 X 1/8 10 200 
PP110822W 1/4 X 1/4 10 200 
PP111222W 3/8 X 1/4 10 100 
PP111223W 3/8 X 3/8 10 100 

BULKHEAD UNION 

PART NO. TUBE Mounting BAG BOX 
OD Hol• Ola. QTY QTY 

PP1208W 1/4 0.67 10 200 
PP1212W 318 0.83 10 100 
PP1216W 1/2 1.06 5 50 

Polypropylene Bulkhead Unions are 
not intended for submerged use. 

REDUCING BULKHEAD UNION 

PART NO. TUBE TUBE Mounting BAG BOX 
00 OD Hole OIL QTY QTY 

PP121208W 318 • 114 0.83 10 150 

Polypropylene Bulkhead Unions are 
not intended for submerged use. 

REDUCING UNION CONNECTOR 

PART NO. TUBE TUBE BAG BOX 
00 00 QTY QTY 

PP201208W 318 - 1/4 10 250 
PP201612W 1/2 • 3/8 10 150 

tJ6 John Guest® 
REDUCING ELBOW 

PART NO. TUBE TUBE BAG BOX 
OD 00 QTY QTY 

PP211008W 5/16 • 1/4 10 300 
PP211208W 318 • 1/4 10 200 
PP211612W 1/2 • 318 10 150 

PLUG IN ELBOW 

PART NO. STEM TUBE BAG BOX 
00 00 QTY QTY 

PP220808W 114 - 1/4 10 500 
PPM220808W 5/16 - 5/16 10 400 
PP221208W 318 • 1/4 10 300 
PP221212W 318 - 318 10 200 
PP221616W 112 - 1/2 10 150 
Blue Collet 
PP221212W-B 318 - 3/8 10 200 

TWO WAY DIVIDER 

PART NO. TUBE BAG BOX 
00 QTY OT'/ 

PP2312W 318 10 150 

UNEQUAL TWO WAY DIVIDER 

PART NO. TUBE OD TUBE 00 BAG BOX 
INLET OUTLET QTY QT'/ 

PP241208W 3/8 x 1/4 

TUBE TO HOSE STEM 

10 200 

PART NO. STEM HOSE BAG BOX 
00 10 QTY QTY 

PP251212W 318 - 318 10 400 
PP251216W 318 • 1/2 10 300 
PP251612W 1/2 • 318 10 300 
PP251616W 1/2 - 1/2 10 250 

REDUCING TEE 

PART NO. TUBE 00 TUBE 00 TUBE 00 BAG BOX 
END END BRANCH QTY QTY 

PP30080812W 1/4 x 1/4 X 3/8 10 150 
PP30120812W 3/8 1/4 X 318 10 150 
PP30121208W 318 318 X 114 10 150 
PP301612W 1/2 X 1/2 X 3/8 10 50 

FIXED TEE ADAPTER 

PART NO. TUBE 00 TUBE 00 NPTF BAG BOX 
ENO END BRANCH QTY QTY 

PP641223W 318 X 3/8 X 318 10 150 

FAUCET CONNECTOR UNS THREAD 

PART NO. TUBE THREAD BAG BOX 
OD UNS QTY QTY 

PP3208U7W 1/4 x 7/16 • 24 10 400 
PP3212U7W 318 x 7/16 • 24 10 300 

7/16 -24 UNS = 1/4 Compression Threads 

FEMALE ADAPTER NPTF THREAD 

PART NO. TUBE THREAD BAG BOX 
00 NPTF OTY QTY 

PP450821W 1/4 X 1/8 10 400 
PP450822W 1/4 X 1/4 10 200 
PP451222W 318 X 1/4 10 200 
PP451223W 318 X 318 10 150 

O ENDCAP 

PART NO. TUBE BAG BOX 
00 QTY QTY 

PP4608W 1/4 10 500 

FIXED ELBOW NPTFTHREAD 

PART NO. TUBE THREAD BAG BOX 
OD NPTF QTY QTY 

PP480821W 1/4 X 1/8 10 500 
PP480822W 1/4 X 1/4 10 400 
PP480823W 1/4 X 318 10 300 
PP481222W 318 X 1/4 10 200 
PP481223W 318 X 318 10 200 

. PP481623W 1/2 X 318 10 150 

THREE WAY DIVIDER 

PART NO. TUBE OD TUBE OD BAG BOX 
INLET OUllET OTY OTY 

PP491208W 318 x 1/4 150 150 

STACKABLE TEE CONNECTOR 

PART NO. TUBE 00 STEM TUBE 00 BAG BOX 
INLET OD OUTLET QTY QTY 

PP531212W 318 x 318 x 318 10 150 

0 FEMALE CONNECTOR 

PART NO. TUBE UNEF BAG BOX 
00 THREAD QTY QTY 

PP6008U9W 1/4 9/16-24 10 300 

For additional information call: 610-27 5-4453 or Fax: 6 I 0-279-6299 . 
Please call for current prices. 
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STAINLESS STEEL HOUSINGS AND
MULTI-CARTRIDGE VESSELS

28986
43644

ST-1
ST-2

ST-BC4
ST-BC8

ST-BC12
ST-BC16
ST-BC20

10 GPM
15 GPM
20 GPM
56 GPM
84 GPM
110 GPM
140 GPM

250
250

125 PSI
125 PSI
125 PSI
125 PSI
125 PSI

12-7/8”
22-3/4”

21”
31”
42”
52”
52”

4”
4”
10”
10”
10”
10”
10”

1
2
4
8
12
16
20

3/4”
3/4”

1 1/2”
2”
2”
2”
2”

7
10 1/2

20
30
40
50
50

Ideal for commercial and residential * Typical applications *
Pharmaceutical * Food products * Photographic * Water * Compressed Air
* Liquid Fuels * Paints * Petrochemicals * Schools * Restaurants *

Farms * Institutions
FIG. NO. MODEL # RATED CAP MAX OPER

PRESS
HGHT DIA # OF 10”

CART
PIPE SIZE

(npt)
SHIP WT

Above rated flow capacities based on sediment removal with a 25-micron rated filter cartridge for
taste/odor removal. Standard housing gasket is Buna-N.  Other materials on request.  Prices do not include
cartridges.
Cartridge lengths on SS housing only:  10”=9 3/4”;   20: = 19 1/2”     30”=29 1/4”     40”=39”

**Pressure rated to 300o F

P r o d u c t s  f o r  Q u a l i t y  Wa t e r
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POLYPROPYLENE ANGLE STOP ADAPTER VALVES

“ Polypropylene Shut-Off Valve
The PPSV Range of Shut-Off Valve is offered for tube sizes 1/4” O.D. 
and 3/8” O.D., produced in polypropylene and fitted with EPDM 
O-rings. Polypropylene has the advantage of being more chemically 
resistant than acetal.
The valves are for use with potable water. For use with other potable 
liquids please contact our Technical Support Department for guidance.
The valves are not to be used with compressed air, explosive gases, 
petroleum spirits and other fuels or for heating systems.

Working Pressures and Temperatures
Water Max.	 150 psi at 70˚F (Max. 10 bar at 20˚C)
	 Max. 60 psi at 140˚F (Max. 4 bar at 60˚C)
	 Min. 33˚F/1˚C

ANGLE STOP ADAPTER VALVE (CONVERSION THREAD)• 

PART NO. THREAD MALE/ THREAD 

FEJMLE NPS COMPRESSION 

112" 
112" 

3/8" X 

3/8" X 

TUBE BAG BOX 

OD 

114" 
3/8" 

QTY QTY 

40 
20 

ae Speedfit · 

ANGLE STOP ADAPTER VALVE • 

PART NO. THREAD MALE FEMALE TUBE BAG BOX 

COMPRESSION COMPRESSION OD QTY QTY 

PASVPP1 
PASVPP2 

3/8' X 3/8" 1/4' 
3/8" 

25 
25 3/8" X 3/8" X 

SPEED FIT TO FEMALE • NPTF THREAD SPEEDFIT TO MALE • NPTF THREAD 

PART NO. TUBE TliREAD BAG BOX 
OD NPTF QTY QTY 

PPSV451223W 3/8 x 3/8 80 80 
Also available in black. Use suffix E. 

DUFF 
DELIVERS 

PART NO. TUBE TliREAD BAG BOX 
00 NPTF QTY QTY 

PPSV010822W 114 x 114 200 200 
PPSV011223W 3/8 x 3/8 100 100 

DUff CO~ 

ANGLE STOP ADAPTER VALVE • 

PART NO. THREAD MALE THREAD FEMALE TUBE BAG BOX 

COMPRESSION COhlPRESSION 

AS VPP1 LF 3/8" 
AS VPP2 LF 3/8" 

318" 
3/8" 

OD QTY QTY 

114" 
3/8" 

30 
30 

ae John Guest® 

ANGLE STOP ADAPTER VALVE (CONVERSION THREAD)• 

PART NO. THREAD MALE/ FEMALE TUBE BAG BOX 

PASVPP5 
PASVPP6 

FEMALE NPS COMPRESSION OD QTY QTY 

1/2" X 3/8" X 

1/2" X 3/8" X 

1/4' 
3/8' 

25 
25 

'Conversion Adapter can be threaded to either side of the valve to 
make confiourations of 1/2"x1/2" NPS or 3/B"x3/8" Comoression. 

SPEEDFIT TO SPEEDFIT • SPEEDFIT TO FEMALE • NPTF THREAD 

PART NO. TUBE BAG BOX 
OD QTY QTY 

PPSV040808W 114 200 200 
PPSV041212W 3/8 80 80 

PART NO. TUBE THREAD BAG BOX 
OD N PTF QTY QTY 

PPSV500822W 114 x 114 200 200 
PPSV501222W 3/8 x 114 100 100 

For additional information call: 6 I 0-27 5-4453 or Fax: 6 I 0-279-6299 
Please call for current prices. 
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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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BLACK CTS JG TWIST & LOCK® FITTINGS 
ICC 
\.§5 ~ ·-~s~ 

NSF 61 ~ 
The B lack PEI Range of Twist & Lock Fittings is offered in ¾" and 1" CTS sizes. 

They have been specifical ly designed for Water Filtrat ion/Softener Installs ; 

however, they are also suitable for Marine and R.V. applications. The fittings are 

manufactured from high quality eng ineered plastic with EPDM 0-rings. Speed fit 

Push-in system is suitab le for hot and cold water plumbing applicat ions. 

The Brand Most Trusted by Water Professionals Worldwide 

UNION COUPLER 

PART NO. SIZE BAG BOX 
CTS QTY QTY 

PEI0428E 3/4" 5 25 
PEI0436E 1" 15 

ELBOW 

PART NO. SIZE BAG BOX MALE FIXED ELBOW 
CTS QTY QTY 

PEI0328E 3/4" 5 20 ._ PEI0336E 1" 1 10 

TEE 

PART NO. SIZE BAG BOX 
- FEMALE CONNECTOR CTS QTY QTY 

PEI0228E 314" 2 10 
PEI0236E 1" 1 5 

PLUG IN ELBOW 

PART NO. SIZE BAG BOX 
CTS x STEM QTY QTY 

PART NO. SIZE BAG BOX 
CTS X NPT QTY OTY 

PSEl482024E 1/2" X 1/2" 5 60 
Only to be used with mating plastic threads. 

NPS THREADS 

PART NO. SIZE BAG BOX 
CTS x NPS QTY QTY 

PSEl622036E·L 1/2" X 3/4" 2 150 
PSEl622836E·L 3/4" X 3/4" 2 150 
PSEl622838E-L 3/4" X 1" 2 150 
PSEl623638E-L 1" X 1" 2 60 
PSEl62363AE-L 1" x 11/4" 60 
Hand tighten only for plastic mating threads. 

PEl222828E 3/4" X 3/4" 5 25 
- FEMALE ELBOW CONNECTOR PEl223636E 1" X 1" 10 25 NPS THREADS 

MALE CONNECTOR 

PART NO. SIZE BAG BOX 
CTS X NPT QTY QTY 

PSEI012024E 1/2" X 1/2" 10 80 
PSEI012026E 1/2" X 3/4" 5 60 
PSEI012826E 3/4" X 3/4" 5 50 
PSEI013626E 1" X 3/4" 2 30 
PSEI013628E 1" X 1" 2 20 
Only to be used with mating plastic threads. 

MALE STEM ADAPTER 

PART NO. SIZE BAG BOX 
CTS x NPT QTY QTY 

PSEI052826E 3/4" x 314" 10 60 
PSEI053628E 1" x 1" 10 40 
Only to be used with mating plastic threads. 

- SHUT-OFF VALVE 

PART NO. SIZE BAG BOX 
CTS x CTS QTY QTY 

e PSEISV28EP 314" 1 75 

• Firm ¼ turn handle, prevents unwanted movement. Includes 
indicator arrow showing off position and 2 interchangeable 
buttons for color coding hot and cold water. 

STEM ELBOW 

PART NO. 

* 

SIZE 
CTSX STEM 

3/4" X 1 114" 

PARTNO. SIZE BAG BOX 
CTS x NPS QTY QTY 

PSEl632836E-L 3/4" X 3/4" 2 150 
PSEl632838E-L 3/4" X 1" 1 100 
PSEl63283AE-L 314 " X 11/4" 60 
PSEl63363AE-L 1" x 11/4" 50 
Hand tighten only for plastic mating threads. 

STEM CONNECTOR 

PART NO. 

* 

SIZE 
CTS x STEM 

1" X 1 1/4" 

' Available through Clack Distributors. 

REDUCER COUPLER 

PART NO. 

PEl203628E 

SIZE 
CTS 

1" X 3/4" 

BAG BOX 
QTY QTY 

15 

For additional information call: 610-27 5-4453 or Fax: 610-279-6299 . 
Please call for current prices. 
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STAINLESS STEEL HOUSINGS AND
MULTI-CARTRIDGE VESSELS

28986
43644

ST-1
ST-2

ST-BC4
ST-BC8

ST-BC12
ST-BC16
ST-BC20

10 GPM
15 GPM
20 GPM
56 GPM
84 GPM
110 GPM
140 GPM

250
250

125 PSI
125 PSI
125 PSI
125 PSI
125 PSI

12-7/8”
22-3/4”

21”
31”
42”
52”
52”

4”
4”
10”
10”
10”
10”
10”

1
2
4
8
12
16
20

3/4”
3/4”

1 1/2”
2”
2”
2”
2”

7
10 1/2

20
30
40
50
50

Ideal for commercial and residential * Typical applications *
Pharmaceutical * Food products * Photographic * Water * Compressed Air
* Liquid Fuels * Paints * Petrochemicals * Schools * Restaurants *

Farms * Institutions
FIG. NO. MODEL # RATED CAP MAX OPER

PRESS
HGHT DIA # OF 10”

CART
PIPE SIZE

(npt)
SHIP WT

Above rated flow capacities based on sediment removal with a 25-micron rated filter cartridge for
taste/odor removal. Standard housing gasket is Buna-N.  Other materials on request.  Prices do not include
cartridges.
Cartridge lengths on SS housing only:  10”=9 3/4”;   20: = 19 1/2”     30”=29 1/4”     40”=39”

**Pressure rated to 300o F

P r o d u c t s  f o r  Q u a l i t y  Wa t e r
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DUFF CO~ 
NYLON COMPRESSION FITTINGS 

MALE CONNECTORS 
FIG. 
NO. 

3559 
3564 
3565 
3567 

47104 
3569 
22282 
3570 
3571 

47 105 
29583 
29584 
3572 
3575 
24097 
3576 
3577 
29585 
47 106 

TUBE THRDPIPE PRICE I 
0 .D. 

1/8 1/8 
1/4 1/8 
1/4 1/4 
1/4 3/8 
5/16 1/8 
5/16 1/4 
3/8 1/8 
3/8 1/4 
3/8 3/8 
3/8 1/2 
1/2 1/8 
1/2 1/4 
1/2 3/8 
1/2 1/2 
5/8 3/8 
5/8 1/2 
3/4 1/2 
3/4 3/4 
7/8 3/4 

UNION & REDUCING UNION CONNECTORS 

I FIG. NO. 

3579 
29587 
3581 
3583 
3585 
29588 
29589 
29590 
88505 

TUBE 
O.D. 
1/4 
5/16 
3/8 
1/2 
5/8 

5/16-1/4 
3/8 -1/4 
1/2-3/8 
5/8 -1/2 

lOOPACK I 
FIG NO. 

328805 

328806 

BULKHEAD UNIONS 

I FIG. NO. 

29612 
29613 
29614 
29615 
29616 

1 

TUBE 
0.D. 
1/4 
5/16 
3/8 
1/2 
3/4 

PRICE 

FEMALE CONNECTORS 

FIG. 
NO. 

29617 
29618 
29619 
29620 
29621 
29622 
29624 
29625 

TUBE THRDPIPE PRICE I 
0.D. 

1/4 1/8 
1/ 4 1/ 4 

5/16 1/4 
3/8 1/4 
3/8 3/8 
1/2 3/8 
1/2 1/2 
5/8 1/2 

MALE ELBOWS 

FIG. TUBE PIPE 100 PACK 
NO. O.D. THRD FIGNO. 

3589 1/8 1/8 
42455 1/4 1/8 
3590 1/ 4 1/ 4 
3592 1/4 3/8 
3593 5/16 1/4 
3596 3/8 1/ 4 328807 
3599 3/8 3/8 
3600 1/2 3/8 
3604 1/2 1/2 

48970 5/8 3/8 
3606 5/8 1/2 

FEMALE ELBOWS 

FIG. TUBE PIPE 
NO. O.D. THRD 

29602 1/8 1/4 
29603 1/ 4 1/8 
29604 1/4 1/4 
29605 5/16 1/ 4 
29606 3/8 1/ 4 
29608 3/8 3/8 
29609 1/2 3/8 
29610 1/2 1/2 
29611 5/8 1/2 

UNION ELBOWS 

I FIG. NO. TUBE PRICE 
O.D. 

3609 1/4 
29591 5/16 
3611 3/8 
3612 1/2 
3614 5/8 

For additional information call : 610-275-4453 or Fax: 610-279-6299 
Please call for current prices. 
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HARMSCO UP-FLOW CARTRIDGE FILTRATION
A Design So Superior It’s Patented!
Harmsco’s up-flow design out performs conventional filters!  Fluid enters the filter under pressure and flows through the filter
media, holes in the center tubes and perforations in the rods that hold the cartridges in place.  As the fluid continues its path, it
flow upward past the top seal where it spills over into the standpipe as it hits the filter's domed lid.  The top of the standpipe is
at the high point of the filter.  Also, note the the filter cartridges are sealed at the bottom and held in place with threaded pipe
caps.
UP-FLOW Stainless Steel Industrial “filter Housings
Cartridge filters (304 stainless steel, CPVC standpipes, CPVC cartridge holders and threaded caps)
Cartridge cluster filters (to remove entire set of cartridges at one time for cleaning or replacement)

Large capacity filter with
lifting rods to remove 

a single stack of cartridges 
at a time.

HIF-42 HIF-75 HIF-100 HIF-150-FL HIF-200-FL

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Up to 175
42

14 triples
2”
40”

18”x18”
68”

100 lbs.
150 psi

6 9 9 3 5

Up to 300
75

25 triples
3”
42”

20”x20”
70”

129 lbs.
150 psi

6 6 8 6 7

Up to 400 
100

50 doubles
3”
52”

20”x20”
87”

188 lbs.
150 psi

-

Up to 600
150

50 triples
4” flanged

48”
28”x28”

76”
274 lbs.
150 psi

-

Up to 800
200

100 doubles
4” flanged

58”
28” x 28”

93”
321 lbs.
150 psi

-
NOTE:  Wing-nuts standard for lid closure with no tools required.  Filters rated for temperatures to 140oF (60oC) with standard Harmsco cartridges and 200oF (93oC) with high-temp cartridges.  Limits vary anddepend on pressure and time under load.

*No Air Entrapment

*No Vents

*No Fluid By-Pass

During Servicing

*Electro-Polished

*Fail-Safe Lids

*Compact Design

*Pressure Rated to

150 psi

*Cartridge Cluster

Filters

HIF-7 HIF-14 HIF-16 HIF-21 HIF-24

Flow rate (GPM)
No. of Std. Cartridges
Alternative cartridge
Pipe size (Male NPT)
Filter Height
Floor Space Req’d
Service hght clearance
Shipping wght (appx)
Pressure rating

F I G . N O .

Large capacity filters with cartridge filters for easy cartridge removal

Up to 30
7

Single Only
1 1/2”
19.5”

13”x13”
35”

29 lbs.
150 psi

5 1 2 4 0

Up to 60
14

7 doubles
1 1/2”

28”
13”x13”

48”
39 lbs.
150psi

5 8 4 9 5

Up to 75
16

8 doubles
2”
28”

13”x13”
48”

39 lbs.
150 psi

5 8 4 9 6

Up to 90
21

7 triples
1 1/2”

37”
13”x13”

68”
50 lbs.
150 psi

-

Up to 105
24

8 triples
2”

37”
13”x13”

68”
50 lbs.
150 psi

5 5 9 3 6

Cartridge cluster filter with
easy cartridge removal for
cleaning or replacement.
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FIG. NO. TUBE O.D. 100 PACK 
FIG. NO.

3626 1/8” —

3628 1/4” 328804

3630 5/16” —

3631 3/8” 328803

3635 1/2” —

3638 5/8” —

29593 1/2” —

NYLON COMPRESSION FITTINGS

MALE BRANCH TEES NYLON COMPRESSION NUTS WITH SLEEVE

NYLON COMPRESSION NUTS WITH STAINLESS STEEL GRIPPER

NYLON COMPRESSION NUTS WITH STAINLESS STEEL GRIPPER

UNION TEES

MALE RUN TEES

INSERT

FIG. NO. TUBE O.D. PIPE THRD

17463 1/4” 1/8”

3616 1/4” 1/4”

29592 5/16” 1/4”

3617 3/8” 1/4”

3619 3/8” 3/8”

3621 1/2” 3/8”

3622 1/2” 1/2”

3623 5/8” 1/2

FIG. NO. TUBE O.D.

3639 1/8”

3641 1/4”

3642 5/16”

3644 3/8”

3647 1/2”

FIG. NO. TUBE O.D.

3639 1/8”

3641 1/4”

3642 5/16”

3644 3/8”

3647 1/2”

FIG. NO. TUBE O.D.

PG-4 1/4”

3654 5/16”

3660 3/8”

3663 1/2”

64617 5/8”

3670 3/4”

FIG. NO. TUBE O.D. PIPE THRD

29594 1/4” 1/8”

29595 1/4” 1/4”

29596 5/16” 1/4”

29597 3/8” 1/4”

29598 3/8” 3/8”

29599 1/2” 3/8”

29600 1/2” 1/2”

29601 5/8” 1/2”

FIG. NO. TUBE O.D.

3675 1/4

3678 5/16

3682 3/8

3685 1/2

GOT QUESTIONS?
Call your DUFF rep  

to get the right  
solution.

DUFF CO. 

est.1947 

DUFFco. 
When you need it now ... or don't know how 

For additional information call: 610-27 5-4453 or Fax: 610-279-6299. 
Please call for current prices. 












